Step by Step Screenshots: 
3. Probe specific products at bespoke settings
1. Configure the PXmonitor to your business
2. View the status of all tasks in one place


[image: ][image: C:\Users\RachelK\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\IMG_2330.png][image: ]









6. Easily authorise all PXmonitor usage
4. Follow precise operating instructions

5. Receive instant, informative feedback
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SELECT TASK

The temperature of the Lettuce in the front
counter is too High

10116 10:40 @ Waiting toretest product
The temperature of the Lettuce in the front

counter is too High
1012922553 @ Product moved to kitchen frday

CURRENT

Early morning front counter check
TODAY between 08:30 and 10:30

@ 3steps  Maxtime 30 mins
Early-morning equipment check
TODAY between 08:30 and 10:30

© 3steps  Max time 20 mins

Temperature probe check
TODAY between 08:30 and 09:30
1steps  Maxtime 3 mins

OTHER

Meatball prep check

@ 4steps  Maxtime 30 mins
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@ monitor =

Intelligent Temperature Monitoring

Px

This device is configured for use
at - Richard Grice Test Store

Network Connection Active

Version: 1.3 (1)
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3. Probe specific products at bespoke settings

This will check the
temperature of the prepared
products in the front counter

There are 3 steps in this temperature
check and it should take no longer than
30 minutes to complete
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4. Follow precise operation instructions

Wipe the temperature probe and
insert it into the Lettuce

Press the button on the probe when the
temperature is stable

Cancel Save  No Product
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Corrective Action Plan Done

The temperature of the Lettuce in
the front counter is too High

Enter action taken...

Or select from list below...
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Enter your name

Take your picture

O,

Sign your name





